
APPENDIX F 
 

How to Change the IP Address on the AFMIS Compaq 1600 Server 
 
 
1. Login as root user on server. 
 
2. Open a terminal window and at the root prompt, type “cd /etc” and press enter.  

Edit the “hosts” file and search for the ‘old’ IP address of the server.  Change to 
the ‘new’ IP address and then save the file. 

 
3. Go into the SCO Admin tool, and then double click on “Networking”, then 

double click on “Network Configuration Manager”. 
 
4. Highlight “TCP/IP” and click on “Protocol” and then click on “Modify protocol 

configuration”. 
 
5. Change IP address and any other IP information if needed (netmask & default 

router) and then click “ok”. 
 
6. Click on ”Hardware” and then click on “Exit”. 
 
7. If you desire to use Netscape on your server and you have DNS IP addresses, you 

can now add them at this time, otherwise skip to Step #10. 
 
8. Double click on “Client Manager”.  Highlight and then double click on “DNS 

Client”.  Add DNS IP addresses and then click on “ok”. 
 
9. Click on “Host” and then click on “Exit” 
 
10. Click on “File” and then click on “Exit”. 
 
11. Reboot server.  Open a terminal window and at the root prompt, type “shutdown 

–i6 –g0 –y” and press enter 
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